






Series Data Sample Capacity Memory Type Memory Modes Sampling Rates

1000-2XX
1000-LT

48,100 12-bit samples
Non-volatile 

EEROM

User-selectable. Wrap (FIFO) or stop when 
memory is full. User selectable start time.
User selectable stop time (VL series only).

User-selectable (in 10 second intervals) 
from one every 10 seconds to once a day.
(Battery life speci� ed with sample interval of 1 min. 

or longer)1400-44X 85,300 12-bit samples

Series Sensor Type

1000-21X
1000-LT Precision-tolerance epoxy-encapsulated NTC thermistor

I N T E R N A L  T E M P E R A T U R E  S E N S O R

M E M O R Y

V L - 1 0 0 0 - 2 1 N V L - 1 0 0 0 - 2 2 N V L - 1 4 0 0 - 4 4 N

c u s t o m e r s u p p o r t @ v e r i t e q . c o m w w w . v e r i t e q . c o m

Sample Interval
N u m b e r  o f  C h a n n e l s  E n a b l e d

1 2
10   Seconds 5.5   Days 2.7   Days

1   Minute 1.1   Months 16.7   Days

5   Minutes 5.5   Months 2.7   Months

15   Minutes 1.3   Years 8.3   Months

1    Hour 5.4   Years 2.7   Years

Sample Interval
N u m b e r  o f  C h a n n e l s  E n a b l e d

1 2 3 4

10   Seconds 9.8   Days 4.9   Days 3.2   Days 2.4    Days

1   Minute 1.9   Months 29.6   Days 19.7    Days 14.8   Days

5   Minutes 9.8    Months 4.9   Months 3.2   Months 2.4   Months

15   Minutes 2.4   Years 1.2    Years 9.8   Months 7.4   Months

1   Hour 9.7   Years 4.8    Years 3.2   Years 2.4   Years

R E C O R D I N G  S P A N :  1 4 0 0  –  4 4 X

R E C O R D I N G  S P A N :  1 0 0 0  –  2 X X


