HARDWARE
> Veriteq Data Logger
> Veriteq USB or

COM cable

SPECTRUM SOFTWARE

> Spectrum CD

> for logger setup
and graphing

VIEWLINC SOFTWARE

> viewlinc CD

> for real time
monitoring, alarming,
automated downloading
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VIEWLINC:

MONITORING & ALARMING

> any machine on network
with Internet browser

HISTORICAL DATA

> for graphing

> storage for data from
logger (.spl file)

HARDWARE

Serial cable.

> Connect data logger to Veriteq USB or

Attach cable to computer using appropriate USB

or serial port.

If using USB, refer to Veriteq USB Logger Cable
Quick Start Guide to follow onscreen prompts and
install drivers from Veriteq USB Logger Cable CD.

Data Logger

viewlinc Server
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SPECTRUM SOFTWARE: Install
Spectrum on viewlinc Server

Spectrum allows you to confirm successful communication
with the logger, change the logger default name, and
graph historical data (see 5).

>

>

On viewlinc Server, use Windows Device Manager to
determine the COM port your logger is using.

On viewlinc Server, insert Spectrum CD and install.
The installer launches automatically.

Start Spectrum.

Choose Tools | Options and select the appropriate COM
port. Click 0K.

Choose Logger | Setup. Seeing the logger screen
(shown) confirms successful communication with
logger.

To change the logger description to match its location,
choose Logger | Description.

Close all open Spectrum dialog boxes.

See Spectrum Help (F1) for more. You can now close
Spectrum.
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You're now ready to install two software components.
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VIEWLINC SOFTWARE: Install
viewlLinc on viewlLinc Server

viewlinc “hosts” data loggers to make them available
across the network.

>

On viewlinc Server, insert viewLinc CD and install
“complete installation”.

You have installed viewlinc. You can now move to any
machine on the network — or stay where you are - and
use viewlinc to see data from your logger.

viewlLinc Server
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VIEW

LINC: Monitoring & Alarming

PSSO — = -
viewlLinc: Channels YveErRITED
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1 alarm event requires attention.

t ent Log {3‘3 System Settings

“" Channels ® Logger Transfers

Diznsting Value  Timestamp | Status | Host | LG0T | [0 Humber v (e
@ Huridty AT bR 0K steven 01082127  ServerRoom2 1 B
@ Tempersture npc | RN 0K steven DIDB2IZ7  SewverFloom2 0 B
- Status: OK Last update: 2006-08-14 13:53:37 @ 2006 Veriteq Instruments Inc,
A Log into viewlinc B Configure viewlinc
> From any computer on the network, in the > C(reate User Accounts
address box of an Internet browser, enter the - allows non-admin users to log in and
computer name or IP address where viewlinc is monitor channels
in Iled: ex. h ://<com rname>. . . .
stalled: e U S P SE A S > Configure Mail Server Settings
> In the log-in screen, enter “admin” (username) - enables viewlinc to send alarm emails to
and no password. Click Login. individuals / distribution lists
> viewlinc appears, showing available channels. > Set Threshold and Communication Alarms
Select the check box next to the channel you « sets thresholds that trigger alarms
want to monitor. Data appears under L . .
PP For help, see the Administrator Guide or online help

My Channels.

Congratulations - You're seeing your logger in action!

Congratulations - Installation and essential configuration are complete!
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NEXT STEPS > HISTORICAL DATA

A Enable Automatic Downloading with viewlLinc

> In viewlinc, click Logger Transfers to set transfer
frequency, destination, and filename format for historical
.spl files. We recommend the files are stored on the
viewlinc Server.

B Graph Historical Data with Spectrum

> Install Spectrum on PC(s) where you want to
display graphs.

> In Spectrum, create graph: choose File | Insert Logger
Files and point to .spl file in folder from step A.

> Choose Format | Time Scale to set start and end time. Folder on viewlinc Server
> To save graphs, choose File | Save. Filenames end with .spg.

> To see logger data in tabular form, choose View | Logger Files.







